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Instructions for use
&
Technical description

Please read these instructions carefully before using your new device!
This manual is an integral part of the device and must be kept until it is
destroyed.

This equipment has been designed and manufactured for audiological test use.
Use is restricted to professionals who have undergone appropriate training.

If you have a problem or do not understand this manual, please contact
your distributor (see stamp on the last page) or contact Electronique du
Mazet at:

Tel: (33) 4716502 16 - Fax: (33) 4 71 65 06 55
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Chapter 1

Information and safety

1.1 About this manual

This user and maintenance manual is published to facilitate the handling of your 0 device from the initial
reception phase, then the commissioning to the successive stages of use and maintenance.

If you have any difficulty in understanding this manual, contact your dealer/distributor or the manufacturer,
Electronique du Mazet.

This document must be kept in a safe place, protected from atmospheric agents, where it cannot be damaged.

This document guarantees that the devices and their documentation are technically up-to-date at the time of marketing.
However, we reserve the right to make changes to the device and its documentation without any obligation to update
these documents.

In the event of the transfer of the device to a third party, it is mandatory to inform Electronique du Mazet of the details
of the new owner of the device. It is imperative to provide the new owner with all documents, accessories and packaging
relating to the device.

Only personnel who have been informed of the contents of this document may use the device. Failure to comply with
any of the instructions contained in this document will release Electronique du Mazet and its distributors from the
consequences of accidents or damage to personnel or third parties (including patients).

1.2 Presentation of the device

Audiometry is a behavioural test for the rapid assessment of hearing ability. Using an acoustic stimulator, sounds,
words or sentences at different sound intensities are presented to the subject. The subject reports his or her perception to
the operator who, depending on the test used, can determine an absolute threshold of perception or an intelligibility
threshold.

All ECHODIA devices provide measurements used for diagnostic purposes. However, they do not, on their own,
establish a diagnosis.

1.2.1 Intended use

AUDIOSCHOOL is designed for screening, documentation, and monitoring of auditory functions. It is intended for
healthcare professionals working in schools or workplaces who need a screening approach (large-scale screening
campaign). Screening audiometry is a behavioral test that allows for rapid assessment of hearing acuity. Using an acoustic
stimulator, sounds at different sound intensities are presented to the subject. The subject reports their perception to the
operator, who can then screen for normal hearing (20db threshold) or hearing loss by determining an absolute perception
threshold. During screening, transduction is performed via the normal auditory pathways using an acoustic (air) transducer

AUDIOSCHOOL is designed for screening, documentation, and monitoring of auditory functions.

User guide 0 Electronique 5
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Chapter 1. Information and safety0) We recommend not making a diagnosis (or taking precautions)
when diagnosing patients with damaged skin, openwounds, or acoustic hypersensitivity.
The contraindications are not exhaustive, and we advise users to seek further information if in do
The o is designed to perform the following otological diagnoses:

Audiometry:

-Tonal (CA)

1.2.2 Target population

Ages: The device can be used on any type of patient who is able to respond to the presence or absence of an acoustic
stimulus (>5 years old)

Patient types: men / women / children

Consultation context: ENT diagnosis / occupational medicine

1.2.3 Expected performance

The devices are designed to perform audiological tests according to ISO 60645 standards:

Families Audiological tests Standards
Audiometry: - Tonal Air conduction (AC) IEC 60645-1:2017 - Type 4

1.2.4 Contraindications

We recommend not making a diagnosis (or taking precautions) when diagnosing patients with damaged skin,
openwounds, or acoustic hypersensitivity.
The contraindications are not exhaustive, and we advise users to seek further information if in doubt

1.2.5 Side effects

No side effects identified to date.

1.2.6 Units of measure:

For all these devices, the units of measure are expressed in the units of the international system:

Basic size Unit
Name Symbol
Frequency Hertz Hz
Intensity (Decibel) Acoustics dB SPL
Perceived dB HL

1.2.7 Accessories

This device is delivered as standard with the following accessories:

- Mini-USB cable 2m

The device is in contact with the patient through applied parts, some of which can be supplied by Electronique du
Mazet. These accessories can be single use or reusable.

The use of accessories not recommended by the manufacturer does not engage his responsibility

List of compatible accessories:

Name ref Manufacturer

Headset DD45 301765 Radioear

Headset DD65 301475 Radioear

Screening headset (MDRZX110) 304277 Sony

Screening headset (MDRZX310) 304278 Sony

Screening headset (TAUH201) 304279 Philips

Patient response switch audiometry 040084 Electronique du Mazet
User guide 0 Electronique 6
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Chapter 1. Information and safety 1.3 Warnings
Mini-USB cable 2m 300618 Lindy
Acoustic tubes 040054 Electronique du Mazet
USB power adapter (EU) 301526 CUI
USB power adapter (USA) 040048 CUI
USB power adapter (UK) 040047 CUI
ER3-14A 13mm foam earplugs (50 pcs) 040116 M
ER3-14B foam earplugs 10mm (50 pcs) 040117 3M

1.3 Warnings

In this manual the warnings and information given have the following meaning:

The warning label indicates the conditions or procedures that may expose the patient and/or
user to a hazard.

\
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The caution label indicates the conditions or procedures that could cause a malfunction of the
equipment.
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The information label refers to notices or information that are not related to the risk of
accidents or malfunction of the device.

>B BB >B

CAUTION: The device must be handled by a qualified operator (hospital personnel, doctor,
etc.). The patient should not be in contact with the device other than through the accessories.

CAUTION: The device must be connected to a computer with a medical-grade power supply
(double insulation according to ISO 60601-1)

CAUTION: No modification of the device is allowed. Opening the housing is strictly
forbidden.

CAUTION: The device complies with applicable electromagnetic compatibility standards. If
you notice a malfunction due to interference or other causes in the presence of another device,
contact Electronique du Mazet or the distributor who will give you advice in order to prevent
or minimize possible problems.

CAUTION: Operation in close proximity (e.g. 1 m) to a shortwave or microwave therapy EM
DEVICE may cause instabilities in the output power of the ELECTRICAL STIMULATION
DEVICE

CAUTION: The device shall be used with accessories determined by the manufacturer to be
compatible with the device (see 1.2.8).

CAUTION: The device must not be accessible to the patient. It should not be placed in contact
with the patient.

CAUTION: Under no circumstances should the computer be located in an area accessible to
the patient.

CAUTION: Be sure to follow the maintenance instructions listed in “7. Maintenance and
Service”

User guide 6}
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Chapter 1. Information and safety 1.4 Residual risks

CAUTION: The battery can only be replaced by Electronique du Mazet technicians or their
distributors.

The device collects data. It is the responsibility of the practitioner to apply and be in
compliance with the General Data Protection Regulation (2016/679) of the European
Parliament. When providing feedback to the After-Sales Service, the practitioner must erase
the data so that it is not disclosed.

1.4 Residual risks

Applied parts that are too old or of poor quality can affect the quality of contact with the patient and cause discomfort.
Be sure to change them regularly.

Microbes or viruses can be transmitted from one patient to another via the applied parts. Be sure to follow the hygiene
conditions recommended by the manufacturer of the applied part.

If water gets into the device, it may malfunction. In this case, unplug the device and disconnect the cables. In all cases,
avoid the presence of water in the immediate vicinity of the device

1.4.1 Stopping the device during operation

In case the device is shutdown during its operation,

- In stand-alone mode: the measurement in progress will stop; the continuous saving of the measured data avoids
losing the measurements made up to that point.

- When connected to the computer: the computer continuously saves the data, the measurement can be saved before
closing the software.

1.4.2 Special case of use

No specific cases identified. See section1.2.4 for contraindications.

1.5 Installing the device

Check that the device is not damaged; if you have any doubts about the integrity of the device and its correct operation,
contact Electronique du Mazet or your distributor.

If the device was stored in a cold place and there was a risk of condensation, let the device rest for at least 2 hours at
room temperature before switching it on.

Before using the device for the first time, it is advisable to clean it and its accessories, see 7. Maintenance and
servicing.

User guide 0 Electronique 8
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Chapter 1. Information and safety 1.6 Symbols used

1.5.1 Charging the device

The device is delivered with a USB cable. There are two ways to charge your device, via a computer or via the USB
power adapter (see 1.2.7). Once plugged in, charging starts automatically and an electrical plug logo is displayed in the
title bar. This logo appears in grey when the 0 is charging and in green when the battery is fully charged.

The battery of the device is charged before shipment, however it is recommended to charge it before the first use (we
advise you to charge for 12 hours before the first use).

When using the solution of connecting the device to a computer via the USB cord, charging will be slower than via a
USB power adapter (see 1.2.7).

k/":‘ It is preferable to charge/discharge the battery as fully as possible to ensure a long service life. Charge the
/

,// i-\”\
H device to its maximum capacity and only charge it when it has reached a critical battery level.

% ‘\‘\\
&! //‘ To disconnect the device from the power supply, the USB power adapter must be disconnected.

1.6 Symbols used

Front panel (differs depending on the device)
."]/ 3
\ O Device name
: LITE
Upper part of the device
‘ | ’ Caution: Switching the device on/off
USB Mini-USB port for charging the device, or connecting to a computer (data exchange)
Lower part of the device
AUX Connecting the patient response switch in audiometry
Audio Connecting the stimulator
n Headset connection
Rear panel
User guide 0 Electronique 9
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Chapter 1. Information and safety 1.6 Symbols used

Warning: this logo draws your attention to a specific point

Operating instructions: this logo informs you that the operating instructions must be read
for safe use of the device

Recycling: This device should be disposed of at an appropriate collection and recycling
facility. Consult the manufacturer.

Direct current

S N Serial No.

Manufacturer

/W\ Date of manufacture

Country of production
CC

R E F Product reference

c E CE marking

U D I Unique ID

M D Medical device

Operating instructions

User guide 0] Electronique
ECHO001XN150-EN-A7 - 2026/06 Mazet

10



Chapter 1. Information and safety 1.7 Nameplate label

1.7 Nameplate label

Information and specifications are given on the back of each device on a nameplate label.

Electronique

Mazet MD

3 Allée des Morilles
43520 LE MAZET ST VOY

FRANCE
é K CEsvia
— 0459 =--
Device : Device type label

A REF ECHO01KP150-A0
2021 SN | 21551-001

)
ECHO01KP150-A0

L » __ (01)03701330200401
dELE S (21)21551-001
e (113211221

2021

1.8 Confidentiality of patient data

In its standard version, the device collects data. It is the responsibility of the user to apply and comply with the
European Parliament's General Data Protection Regulation 2016/679. When returning to the after-sales service, the user
must delete patient data from the device so that it is not disclosed. The user has the possibility to make a backup copy of
the data by saving them in the ECHOSOFT software (see paragraph 0) before deleting the patients from the device (see
paragraph 6.3.3.2).

In this regard, the 0 device is intended to be used only by authorized healthcare professionals. In order to
ensure the confidentiality of patient data and to prevent disclosure to unauthorized third parties, a password can be set
when the device is first started. Please refer to section 2.1.3for more information.

7~ ECHODIA advises you to regularly renew the password of your device. It is also advisable to activate the
l } lock mechanism of the computers on which you have installed the ECHOSOFT software after a short period
—_— of inactivity.

1.9 Cybersecurity

Since the device and its ECHOSOFT software — which is compatible with the standard version — are computerised
systems that form part of wider information systems, certain rules and best practices must be put in place to ensure the
safety of patients and users.

Electronique du Mazet does not provide or control the operating environment of its products, so it is the responsibility
of the practitioner to ensure that the following recommendations are followed.

1.9.1 Good practices for computer security

-Keep your software up to date, including the operating system (Windows or MacOs)

-Use operating system accounts to manage access.

-Use strong passwords to access accounts.

-Lock down the computer when not in use.

-Back up the ECHOSOFT database regularly (see 5.4.1).

-Verify the authenticity of any third-party software you install.

-Use anti-virus software and a firewall.

-Since the device and ECHOSOFT do not need to access the Internet, isolate the computer from the network as much as possible.

User guide 0] Electronique 11
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Chapter 1. Information and safety 1.9 Cybersecurity

-Check echodia.com periodically to see if updates are available.

1.9.2 Technical Information

-The ECHOSOFT software is a Java program

-It embeds its own java execution environment (JRE+JVM) in order not to interfere with other software. (installed in the
same folder, by default: C:\Program Files\Echodia\Echosoft\jre)

-The configurations of the software as well as the database are saved in the .echosoft folder of the user folder (ex:
C:\Users\romain\.echosofft).

-The software uses the port 32145 of the local loop (localhost / 127.0.0.1) in order to check that there are not several instances
of the software launched at the same time.

-The software uses a generic driver (WinUSB) to communicate with the device in its standard version

The installation and use of third-party software on the computer are the responsibility of the user. Such

_ software, when not supplied, validated, or recommended by the manufacturer, may modify the IT environ-

{ ment, interfere with system components, reduce performance, compromise security, or affect the proper op-

A J eration of the device. The user is therefore responsible for ensuring that any installed third-party software is
compatible with the intended use of the system and does not interfere with its operation.

User guide 0] Electronique 12
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Chapter 2

General information about using AUDIOSCHOOL

2.1 [Initial Start-up of the device

2.1.1 Powering up / starting

The device can be turned on without any other device connected.
Turn on the device using the switch on top of the device (if it does not start, make sure the device battery is charged)

2.1.2 Touch screen calibration

During the first start-up, a calibration step of the touch Press the cross
screen is necessary. The following window appears: Appuyez sur la croix

This is a five-point calibration of the screen. Simply
hold the stylus down on the crosses in the centre of each
of the circles that appear in succession.

@ Calibration is important for user comfort. It is strongly recommended to perform it by placing the device
= on a table and using the stylus.

2.1.3 Password

In its standard version, after the screen has been calibrated, the password setting windows appear. If you choose to
set a password, you will be asked for it every time you start the device. To do this, click on "Lock device with password"
and then set your password by clicking on "Change password". The password must be between 1 and 15 characters long,
and you will be asked twice to ensure that you have entered it correctly.

Password

Lock the device with a password

Validate

Change password

You can access the password configuration window later from the "Config" menu and then "System". This window
allows you to change the password, but also to activate or deactivate the lock. If you forget your password, please contact
Electronique du Mazet to receive an unlock code.

User guide AUDIOSCHOOL Electronique 13
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Chapter 2. General information about using AUDIOSCHOOL 2.1 Initial Start-up of the device

2.1.4 Home screen

2.1.4.1 Standard version

Once this step is completed, the home page appears:

Several pieces of information appear on this page. It contains the three main choices available when starting the
device:

« USB: Allows you to activate the device's USB port in order to retrieve, store and analyse measurements made with
the device on a computer. The activation of the USB port of the device is also necessary to perform measurements
from a computer via the ECHOSOFT software.

* Measure: main mode, it allows to make and consult measures.

+ Config: general configuration of the different options of the device.

The home page allows you to choose the language of the system. This choice is made by clicking on the flag at the
bottom left of the screen.

At the bottom right is the serial number of your device.

A title bar is present on all windows of the device. From left to right are:

* The title of the current window.

* The charging indicator (Grey: device charging. Green: device charged).
* The date and time.

+ Battery level.

* A button to return to the previous window (in the case of the home screen, it turns the device off).

User guide AUDIOSCHOOL Electronique 14
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Chapter 2. General information about using AUDIOSCHOOL 2.1 Initial Start-up of the device

2.14.2 LITE version

Audiometry
Frequency {Hz) Power (dBHL)

- + - +

A title bar is present on all windows of the device. From left to right are:

+ The title of the current window.

* The charging indicator (Grey: device charging. Green: device charged).

* The date and time.

» The Battery level.

* A button to return to the previous window (in the case of the home screen, it turns the device off).

The button in the form of a toothed wheel allows you to go to the measurement settings menu (see paragraph 5.2), as
well as to the configuration menu, the different categories of which are described in paragraph 2.2. To do this, maintain
the button pressed for 4 seconds, then when the new window opens, press the toothed wheel button once again.

Configuration Mo BISD

Audiometry o Configuration e es

Frequency (Hz) Power (dBHL) Stimulation type: — System
Stimulation button: LCD About
|
Right ¢ Headphone I

Maintain the button pressed Press once briefly
for 4 seconds

2.1.5 Switching off the device

To turn off the device, you can click on the back button Switch Off
at the top right of the home screen. A shutdown
confirmation message will appear:

It is also possible to press the power button at the top of
the device to bring up this screen from any browser
window.

Power save mode: when not measuring, the device will
automatically turn off after 5 minutes of inactivity.

;ﬁ The device can be forced to shut down by holding down the power button on the top of the device for 4
N’ seconds.

User guide AUDIOSCHOOL Electronique 15
ECHO01XN150-EN-A7 - 2026/06 Mazet



Chapter 2. General information about using AUDIOSCHOOL 2.2 General configurations

2.2 General configurations

Some of the general operating parameters of the device are configurable. For example, the time, date, brightness and
orientation of the screen can be configured. To do this, simply enter the configuration menu from the home screen or
follow the procedure described in paragraph 2.1.4.2 for the LITE version.

Standard version LITE version
Configuration Configuration g aEs
Date System Date System
LCD About LCD About
Calibration Calibration USB
Headphone Headphone
Date and time S mSE
Hour Minute
| s BB :
Da Month
The date and time can be configured from the "Date

s ”" 1
and Time" window. Year

S a2 [

Save

/ =

J | The summer/winter time change is not automatic.
4 j

The "LCD" menu allows you to adjust the brightness
of the screen with an adjustable gauge. The "Rotation"
button allows the display to be rotated by 180°. This can
be useful depending on the location and position in
which the device is used. It is also possible to recalibrate
the touch screen.

@ It is possible that after a certain period of use (several months), the touch screen may drift (e.g. the click on
= the buttons becomes less precise). It is advisable to recalibrate the screen.

The "System'" menu provides information about the System

hardware and software versions of the device, as well as ELIOS FW : 2.7.0c

h ¢ of f the AUD devi HARDWARE : ELIOS3

the amount of free memory on the AubioscHooL device. S/N - 19137 - 038 EchoDif : N/C
The "Data factory reset” button resets the measure Battery : .00 V Battery - 87 %
parameters to the default values. Free Memory : 7935.52 Mo

If you choose to set up a password lock, you will be
prompted for it every time you start the device
(see 2.1.3). Data factory reset

Settings

Lock password

User guide AUDIOSCHOOL Electronique 16
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Chapter 2. General information about using AUDIOSCHOOL 2.2 General configurations

The "Settings" button provides access to the menu for

activating optimized start-up modes for operators who Settings

use (mainly) the device in its standard version

connected to the computer (ECHOSOFT). The settings Automatically ?;ﬁ‘;‘":';‘;gg"ice
allow the device to be started directly in "USB mode"

as well as the possibility of an automatic start as soon as Start the device in USB mode

the connection with the computer has been recognized.

The "About" menu contains the contact details of the
company FElectronique du Mazet.

Calibration [ b

Calibration Date
_ Imsett | 2022/01425
; ; | EchoDAE = |  2022/01/10 |
The "Calibration" menu allows you to consult the cho 04
acoustic calibration values set on your device. "~ wpAazs0 | - |
RadioearB71 [ - |

HDZ06 -]
~ bpes | - ]
TDH39 | -]
 DDas 2022/01/25
. EchoPulse | = - |

Plugged stimulator :
Echo-OAE Load

@ Do not change these values, only ECHODIA or your dealer are authorised to perform this calibration.

| A calibration of the AuploscHOOL device should be performed once a year to ensure the quality of the

= measures. Please contact your distributor to schedule this calibration.
a " Some of these options require a password to be changed. This is the serial number of your device, which is
| ‘J ) shown on the back of the device in the S/N line. This number is also displayed on the bottom right of the
= start page.

The "USB" menu in the LITE version enables the USB port of the device to be activated so that the manufacturer can
carry out maintenance operations.

User guide AUDIOSCHOOL Electronique 17
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Chapter 2. General information about using AUDIOSCHOOL 2.2 General configurations

2.2.1 Selection of the headset connected to the jack

In most cases, the device is delivered with only one
headset, which is correctly configured at the factory.

However, you have the option of changing the type of Ch“““,':'ﬁotf"igﬂt"s’:,iﬁz{'""“"’d
headset that will be recognized when connected to the HD206 DDES
jack. The settings window will open. Click on
"Headset" to access the selection of the headset that
will be recognized when connected to the jack. Select e S
the headset model you will use and click "Save".

Jack headphon

TDH39 DD45

Insert

Q Never connect a headset that has not been calibrated for your device!
-

'\ It is extremely important to choose the right headset model to ensure that the calibration is correctly taken
= into account when using it.

' ! j Stimulators connected to the "Audio" input are automatically recognised by the device.

User guide AUDIOSCHOOL Electronique 18
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Chapter 3

Introduction and set up of the patient

Pure-tone audiometry is the basic hearing test. This test allows a quick check of the entire sound transmission chain
to the brain in a discriminating manner. The measure is obtained by emitting a frequency-calibrated sound wave, the
power of which is reduced as long as the patient hears it. The sounds are emitted by an acoustic stimulator in one ear and
then in the other.

The AupioscHoOL provides a simple, reliable and quick test of a patient's hearing acuity in a frequency range from
125Hz to 8kHz. This range of frequencies corresponds to that of speech. The interpretation of the result is easily done
through a table with colored boxes according to the patient's hearing threshold. In addition, the device allows you to

perform a hearing threshold search and display the corresponding audiogram.

3.1 Material

To perform a pure-tone audiometry measure, you need the following equipment:

D

1 Audiometry headset

S o e TV

Y
(\QECEQIE«)“I@[ 1 device AUDIOSCHOOL

seee

Connect the audiometry headset to the ""Audio" connector or to then jack of the AupioscHoOL device.

3.2 Set up of the patient

I ZA 1375

AUDIOSCHOOL

User guide AUDIOSCHOOL Electronique 19
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Chapter 3. Introduction and set up of the patient 3.2 Set up of the patient

l . Usean otoscope to ensure that the ear canal is not blocked by earwax. This procedure must be carried out
J by a qualified person.

+ Explain to the patient the procedure for performing an audiometry,

* Place the audiometry headset on the patient's head.
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Chapter 4

Measure in ambulatory mode, standard
version

4.1 Patient management

The AubioscHooL device allows a good organization of Search a patient

the measures thanks to its advanced patient
management system. .

From the home page, select the '"Measure' mode: this
gives you the choice to search for an existing patient or New patient

4.1.1 Creating a patient

New patient

When creating a new patient, four pieces of information First name

are requested: name, first name, date of birth and
gender.

New patient

DUPOND

To enter this information, simply click on the required
field and the keyboard will appear on the screen.

It is possible to use a numeric keypad by clicking on the
123" key at the bottom left.

'\ Entering the patient's date of birth and gender allows the audiometric normals to be traced.

7 To create a new patient, it is imperative to indicate a Name and a First Name. Note that it is still advisable
.l | toenter the date of birth to enable ECHOSOFT to organise the patients in the database.

,\ . The input format for the date must be in the form DD/MM/YYYY. The AuploscHooL device automatically
g formats the entry.
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Chapter 4. Measure in ambulatory mode, standard version 4.1 Patient management

Here, the patient information is brief. You will be able to fill in more details when exporting the data to the
ECHOSOFT software. Please refer to the paragraph 6.3

4.1.2 Patient follow-up

so 15

Once a patient has been created, his or her record is saved D | Mame | Fustname | Bom
on the memory card. It is then possible to find it by n
clicking on the "Search" button.

A table is displayed with the list of patients sorted in
reverse order of their registrations (the last patient added
appears at the top of the list).

The list of patients is displayed with their name, first
name and date of birth. It is possible to search by
clicking on the magnifying glass at the bottom of the
screen.

s

]
To select a patient, click on the corresponding row. A :  DUPOND
new page will appear with the patient's details. FRANCOIS

Now you have the choice of taking a new measure or

o . 01/01/1962
viewing previously saved measures.

Male

Consultation

The "Consultation" button gives access to a table of
measures allowing to go back to the diagnoses .
previously made for this patient.

In order to find the measures of the selected patient, their
main information is displayed (type, date, time and ear).

The "Diagnosis" button is used to start a new measure.
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Chapter 4. Measure in ambulatory mode, standard version 4.2 Audiometry

4.2 Audiometry

Refer to paragraph 4.1 for instructions on how to create a patient and start a new measure.

Audiometry - s

Screening mode :
When you start a new diagnosis, the configuration
window appears. It allows you to choose between three ‘ “
diagnostic modes. The "Graph" button allows you to
view the graph viewing of the current curves at any hreshold measure :

time. The last button allows you to see which stimulator
is active and to switch between the two audio outputs.

4.2.1 Automatic modes

4.2.1.1 Screening Mode vs. Auto Threshold Measurement

The automatic threshold measure mode searches for a patient's hearing threshold over a pre-selected frequency range.
The device performs automatic power transitions (using the ascending threshold method) and frequency transitions.
Throughout the test, the device displays the current stimulation power and frequency. This mode allows the operator to
easily perform an accurate measure of the patient's hearing ability.

In the screening mode, the hearing thresholds are not checked, only whether the threshold is above or below the target
value. The starting power and the target value are selected in the "Settings" menu. The test starts with the selected sound
power and is increased by 5dB until a response is obtained from the patient. When the patient validates a frequency, the
test moves to the next frequency. This allows for a screening of both ears in less than one minute.

4.2.1.2 Setting the measure

Click on "Frequency Selection" to pre-configure the frequencies to be scanned during the test. Once the frequencies
have been chosen, click on "OK" to validate.

Audiometry

Frequency selection

250

O 1kH:
W akH:

Settings an0iis

o Lett
-/ Right B

(3 J . The small floppy disk icon at the bottom of this screen is used to save the frequencies selected above.
u)j These will become the default frequencies for this type of measure.

Advanced Settings

Power level of the beginnin [l +
of the protocol in dB
The "Settings" button opens a window allowing you to
set the start power of the automatic protocols, the Power level target — +
masking noise level and the target power to validate the folfsEreenin SRR

screening. Click on "OK" to confirm.

Masking level related
to the power of i n +
stimulation in dB

After selecting the ear, click the ""Start" button to begin the measure.
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Chapter 4. Measure in ambulatory mode, standard version 4.2 Audiometry

4.2.1.3 Measurement procedure

The Pure-Tone Audiometry measure window opens.
The device will automatically scan the pre-set
frequencies and vary the strength of the acoustic stimuli,
depending on the selected mode. A flashing red
indicator in the upper left corner of the screen indicates
when the stimuli are taking place.

Click on "Yes" or "No" depending on the patient's
answers.

Click on "Restart" if you want to replay the
stimulation. Restart

Frequency : 1000Hz

Once the acquisition protocol is completed, the curve is built. You now have the choice of saving the data by clicking
on "Save", or deleting it by leaving this window with the close button.

:‘,* _ J ’ For more details on the options for viewing the curves, please refer to paragraph 4.2.3.

J ’ The saved data can be viewed in the patient's "Consultation' menu.

4.2.2 Manual threshold measurement mode

The manual threshold measure mode allows manual power and frequency transitions. This mode therefore allows the
doctor to perform a test protocol freely.

4.2.2.1 Measurement procedure

The window below opens: it allows you to set the stimulation parameters.

Audiometry : | e

Setting the frequency Frequency (Hz) Power (dBHL)
Power setting

Ear selection

Start stimulation

Patient response
Masking power and Settin gs choice

frequency selection

Response :

Type of transmitter Graph viewing

For each stimulation (started with the "Stim)" button) please indicate with "Yes' or "No" whether the patient hears
the stimulus so that the curve is built up correctly.

Click on "Graph" to view the curve at any time. You will then have the choice to save the data by clicking on
"Save", to delete them by leaving the window thanks to the close button or to continue the measure, by clicking on one
of the boxes of the summary table.

:\,\\ J J )- For more details on the options for viewing the curves, please refer to paragraph 4.2.3.

J ’ The saved data can be viewed in the patient's "Consultation" menu.
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Chapter 4. Measure in ambulatory mode, standard version 4.2 Audiometry

4.2.3 Consultation of the measure

i J ’ Refer to paragraph 4.1for more details on patient management.

. Better thresholds than average

Normal hearing threshold in relation
to age and gender

. Subnormal thresholds hearing 7

Successful screening test . .
. g Normal-hearing patient

. Failed screening test

.

Choice of ear
Choice of display mode selection

The tabular presentation allows you to immediately see the frequencies for which the patient's hearing threshold is
too high. You can click in the boxes to restart a measure in manual mode with the preset parameters (ear, frequency,
power).

The graph contains several pieces of information:

* The blue curve with crosses represents the air conduction measure on the left ear.
» The red curve with circles represents the air conduction measure on the right ear.
» The ordinate scale represents the stimulation power in dB HL,

» The x scale represents the frequency in Hz,

» The graphical background represents the normal hearing threshold for this patient according to age and
gender .

1. The green area indicates "more" than normal hearing,
2. The yellow area indicates normal hearing,

3. The red area represents a hearing loss compared to normal hearing thresholds.

The image on the right shows the information obtained by clicking on the graph

- Criteria used for normal hearing thresholds (gender and age)

- Legend for symbols used in the charts
» The red curves with circles represent the air conduction measures taken on the right ear,
* The blue curves with crosses represent the air conduction measures on the left ear,
* The blue dotted lines with brackets represent the bone conduction measures taken on the left ear,
* The red dotted lines with square brackets represent the bone conduction measures taken on the right ear,
» The white dotted lines with red and blue brackets represent the Weber test.

- Stimulators used for audiometry

Click on the graph to display the legend.

R
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Chapter 5

Measure in ambulatory mode, LITE version

5.1 Audiometry measurement procedure

The window below opens: it allows you to adjust the stimulation parameters.

Audiomelry ;"["' s — -
Frequency (Hz) Power (dBHL)

Frequer.lcy 1 000 .ﬂ‘ Power setting
setting

Ear selection -Stldmulatlon
and start of the Inaicator
stimulation S
: transmitter

Configurations Ty

When you click on one of the two ears the stimulus is sent at the chosen frequency and power. The indicator light in
the center of the screen turns red when the sound is sent. Repeat the stimulations with decreasing power until the patient
no longer hears the sound. You can note the last power heard at the frequency in question on the audiogram notepad.
Continue until the complete construction of the audiometry curve.

5.2 Changing the measurement parameters

The button in the form of a toothed wheel allows you to go to the configuration menu, the different categories of which
are described in paragraph 2.2.
To do this, you must keep the button pressed for 4 seconds then the new window opens.

Audiometry @ o ENED Configuration R

Ffequency (HZ) Power (dBHL) Stimulation type:

-1000. - 20 "' Continuous

Stimulation button:
" aimain
HD206

Maintain the button pressed for
4 seconds
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. Measure in ambulatory mode, LITE version 5.2 Changing the measurement parameters

Configuration 0 NEs

Stimulation type:

Stimulation button:

s [ ciek
2

Three modifications are available on this page:
e  Continuous/pulsed: choose the type of stimulation. The active choice is indicated by the orange button.
e  Maintain/Click: if "Maintain" is selected, you will need to keep the "Right" or "Left" buttons pressed to send the
stimulation. The stimulation stops as soon as the button is no longer pressed. In "Click" mode, when you click on the
"Right" or "Left" buttons, the device starts the stimulation and stops it automatically after a few seconds. The active
choice is indicated by the orange button.
e  Change of language: click on the flag located at the bottom left of the screen to choose the system language
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Chapter 6

General information about the ECHOSOFT

software

6.1 Minimum system requirements

Processor Intel or AMD - Dual Core 2 Ghz
RAM memory 4GB

Hard disk space 1GB

Display 1280*720

USB 1 USB 2.0 port

Operating system Windows 7/8/10/11, Mac OSX

Power supply Type Class II according to EN 60601-1

6.2 Installing

6.2.1 Installing the application

The ECHOSOFT software is supplied as an executable file that allows automatic installation of the application on your

computer. The software installation file is available on the USB key supplied with the device.

At the start of the installation, you must accept the user licence agreement.

5 Echosoft Setup ] | ol

/

\

X 3 S Temasigis
N

va
License Agreement
QEC HODIA  please review the lcense terms before instaling Echosoft.

Press Page Down to see the rest of the agreement.

\=OPYRIGHT - Echodia - 2011
INTERNATIOMAL COPYRIGHT

IThis document and the information contained herein are the subject of copyright and
intellectual property rights under international convention.

(Al rights reserved.

If you accept the terms of the agreement, dick I Agree to continue. You must accept the
agreement to install Echosoft.

You can then choose to place an icon in the start menu and on the desktop.

() Echosaft Setup | h = 2

v
) Choose Components
{ (EC HODIA  choose which features of Echosoft you want o install
Y s e s

N

Check the compenents you want to install and uncheck the components you don't want to
install, Click Next to continue.

Desaription

Select components to install: [Echosoft]
Start menu shorteut
Desictop shortcut

Space required: 43.6MB

<Back || Net> | [ Cancel
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Chapter 6. General information about the ECHOSOFT software 6.2 Installing

Finally, you can choose the location where the application files will be installed (by default "C:/Program
Files/Echodia/EchoSoft").

) Echosoft Setup. | h = |

X Choose Install Location
[NECHODIA  choose the foider in which to nstall Echosoft.
X g 4

Setup wil install Echosoft in the following folder. To installin a different folder, dick Browse
and select another folder, Click Install to start the installation.

Destination Folder

Space
Space

ired: 43.6MB
lable: 25.5G8

Click on "Install" and then "Close" to complete the installation.

Once the software is launched, you will get the following window:

L Patients | Doctors W Devices - language F Settogs ) Abour.

2 Patients list ECHOS

Lezram,

Neme P name. Binhdsy Obsarvations

6.2.2 Installing the USB drivers

The 0 device is equipped with a generic USB

mass storage driver and is therefore automatically

recognised and installed. This driver will allow you to i - i ECHO
transfer your ambulatory data to the ECHOSOFT database. o ‘
You can also use your 0 by controlling it di- ...

rectly from a computer (PC or Mac). Since version 2.5.3
the driver installation is no longer necessary, but con-
flicts may still arise after the software and device have
been updated. To try to resolve them, launch the soft-
ware in Administrator mode (right-click on the ECHO-
SOFT icon, then "run as administrator"). In the software
menu bar, click on “Devices”, then on “Data”. The main
window will change, you need to click on “Repair USB
driver” at the bottom right.

The software uninstalls the old driver and deletes the old registry keys.Once the installation is complete, it is necessary
to disconnect and reconnect the device to finalise the installation process.

the USB mode is activated and the device is connected to a computer. To turn the screen back on, click the

Ve J ~ In order to optimize the battery charge of your AUDIOSCHOOL, the screen will turn off after 2 minutes when
J On/Off button.
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Chapter 6. General information about the ECHOSOFT software 6.3 Patient management

6.3 Patient management

The ECHOSOFT software allows you to consult the measures carried out from the AuDIOSCHOOL device, it integrates a
database in which the patient data from the different measures can be stored.

6.3.1 Creating a new patient

After installing the software, there is no patient in the database, before starting a new measurement, a patient must be
created. To create a patient, click on the “New” button on the “Patients” frame on the left of the screen.

TP v ©oeks o Uemior 8 Sctioos © Aot o x { L estients | Doctors [ Devices . Language &F Settings () About..

:'“ - \ EC Ho’ > 'l Edit patient profile E CH O’ )
o T A s o —— )

First name ¢

Birthdate * Mar 4, 2024
Adlress

Postal code:

Country

Mobile

Email

Observations

3 .
 ip— - R R o | o e
Several types of information are available, some of which are mandatory such as title, surname, first name and date
of birth. Indeed, the date of birth is used to display the audiometric normal, so it is important to fill it in correctly.
All information related to a patient can be modified. To access the patient record screen, select the patient and click
on the “Edit Patient’s Profil” at the bottom of the main screen.

6.3.2 Importing a patient

Start the device and connect it to the computer via the
supplied USB cable. From the home screen select the
"USB" menu and the device will be detected by the
computer.

When you first connect the device, the USB driver will
be installed automatically. Please refer to the paragraph
6.2.

( 2 Putlms | Doors W Deviecs i Langwsge EF Sewungs () About. -

Start the ECHOSOFT. Go to the menu entitled "Devices" & Data from device €ECHOS
then select “Data”. U
If the device is connected properly, the list of patients is - 2y soce

refreshed automatically. w s Te—

oo
vy £ 03041587

There are then 3 possibilities for importing the patient
and making measurements:

-Synchronize all patients with the database ("Sync all
with the data base").

-Synchronize all patients with the database in fast mode
("Sync all in fast mode").

-Add a patient to the daabase ("Save in the database").

6.3.2.1 Add a patient to the database

Select the patient(s) to be imported from the list, then click on "Save to database'. The software will then ask you
for the information for the whole selection before importing the data.
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Chapter 6. General information about the ECHOSOFT software

6.3 Patient management

To register a patient in the database, it is necessary to
indicate the doctor or operator who performed the
measures. If the operator already exists in the database,
it is sufficient to select it and then click on Validate. If
not, it is possible to create a new one (see the paragraph
on how to create an operator). The "Cancel" button
imports the patient, but does not associate any operator
to the measures

A detailed patient information sheet is provided. You
can add information such as address, telephone number,
etc.

Once the information has been entered and validated, a
series of processes is carried out by the software.

If the patient has been correctly imported, his name
appears in the ""Patient" menu of the ECHOSOFT.

If the patient already exists in the database, it will be
automatically recognised and synchronised with the
patient in the device.

If several patients in the database are likely to

Doctor choice

Please select the doctor whom realizes measure

‘EDM Echodia

New patient

w7 validate

E& New doctor

% Cancel

Title M.

Last name LUCEA

First name

Brthdate

| address

Postal code:
City
Country
Fhone
Mobile

Email

Observations

ROBERT

26/08/1945 B

1

%mm H v’ save

LUCEA BOB

several patient match with the one you are trying to add.

Name
LUCEA

First name
|roBERT

Birth date
|apr 5, 2012

LUCEA

o

|aug 25, 1945

correspond to the patient being imported, ECHOSOFT
offers the possibility of choosing the corresponding
patient or simply creating a new one.

@ New Patient

x cancel

6.3.2.2 Synchronise all patients with the database

This option allows you to add all the patients on the 0 to the ECHOSOFT database. The software will
automatically scan the list of patients present on the 0 to add them to the ECHOSOFT. If the patient does not
exist, a new patient file will have to be filled in. On the contrary, if the patient is already present in the database, it will
be automatically synchronized.

. Ifyou select patients from the list before you start recording to the database, the software synchronises only
\ ’ the selected patients. If you have a lot of patients stored on the device, making a selection allows you to
- synchronise your data quickly.

6.3.2.3 Synchronise all patients with the database in fast mode

This option allows you to add all the patients on the 0 to the ECHOSOFT database with a single click. The
software will automatically scan the list of patients on the 0 to add them to the ECHOSOFT. If the patient does
not exist, it will be automatically created with the information present on the device. On the contrary, if the patient is
already present in the database, it will be automatically synchronised.

This synchronisation mode has the advantage of not requiring any intervention from the user.

7 m . .. . . . . . . .
( ' \\l To use this mode, it is advisable to have carefully filled in the patients' information at the time of their
\_=_/  creation on the AUDIOSCHOOL (name, first name, date of birth and gender).

If you select patients from the list before starting the database registration, the software will only synchronise
\ | } the selected patients. If you have a lot of patients stored on the device, it is advisable to select only those that
- have not already been synchronised in order to speed up the process.

Y
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Chapter 6. General information about the ECHOSOFT software 6.4 Settings

6.3.3 Deleting a patient

With ECHOSOFT, it is possible to delete patients stored in the database as well as patients saved on the device.

@J The deletion of a patient is irreversible!

6.3.3.1 Deleting a patient from ECHOSOFT

A patient can be deleted from the ECHOSOFT database via the "List" window of the "Patient" menu. The button in
the lower part of the window: "Edit patient profile" allows you to consult and modify the contact sheet of the patient
selected in the list. A "Delete" button is used to permanently delete the patient from the ECHOSOFT database.

S Paents | Docors i Deviees o Langvage G sewings ) Abeut.

: Edit patient profile E C H Or )

Tie

Fistanme FRANCOIS

Brthdate - HovzB, 1962

Address

pe
X

6.3.3.2 Deleting a patient from the 0 device

{8 rvetints | Doctons [ Deviees 3 Languoge £F Scttings @ About..
p
© Data from device ECHO )

Qpen SO Card
d

A patient can be deleted from the 0 memory via
the "Data" window in the "Device" menu. The "Delete from
SD card" button is used to permanently delete the patient from ourono ihancos anse

011072024

Last name Sync all with the data base

AVRY E 037021967

the device. S
It is possible to select several patients from the list before P vewsais

deleting them. - [

6.4 Settings

The ECHOSOFT software offers a range of configurations (R | cocs 18 s angusee [JIEIEY © anoe

to allow you to adjust the software's operation to your B Data from device & s e €CHC

&3 Audiometry

needs. The "Configurations' are accessible by clicking 3 ot

on the menu located at the top of the main software =y e = e

window. — St it T
The configuration window is displayed in tabs that

allow access to the different configuration categories

detailed below.

6.4.1 Database

The ECHOSOFT software provides options to manage the database where all measures, patient and doctor information
is stored. These options are available in the menu "Settings', "Database".
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Chapter 6. General information about the ECHOSOFT software 6.4 Settings

(% Patients Doctors @ Devices . Language #F Settings () About.. o

¢' Settings ECHO( )

| 5 D
7 Database Medical software n Audiometry EB AudioBlue H Printing

Local database Network database

Use local database Use network database ()
Database folder Server type : mySQL v
Ci\Users\echod\.echosoft\echosoft.db3 Server
Port : 3306
'. Select anather database
5 User:
_ Relocating the database Password
Base v

Secure connection (SSL) Test connection
r Use the default database

 Make a backup of the database

Quick Excel export

One measurement file for all patients
One measurement file per patient

6.4.1.0 Local database

The default option is the local database, a file stored on your computer containing all your patients' information and
examination results.
The options are as follows:

Select another database: select a database located in another folder. It is possible to select a database located on
your machine, on a USB key or on a shared network volume*.

Relocate the database: move the database in use to another folder. It is possible to select a local folder, a USB key
or a shared network volume*.

Create a new database: create a blank database. It is possible to select a local folder, a USB key or a shared
network volume*.

Use default database: revert to the default configuration (database storage in .echosoft located in the user
folder).

Make a backup of the database: making a backup of the database in use, the backup is made in . ECHOSOFT located
in the user folder. The name of the backup file contains the time and date.

~

-

=
L/ } *When using a database on a network drive, it is not advisable to have write access (patient creation, re-
-

/ cording of measures, etc.) by several users at the same time.

6.4.1.1 Network database

This option lets you use a database server to centralize patient data. This makes it possible, for example, to access the
same data from several computers.

The use of a network database must remain within the framework of a local infrastructure, under the control of

(/ '\\‘ the user.

As data is neither encrypted nor anonymized, it cannot be stored by a third party.

N/ Ttisthe practitioner's responsibility to apply and comply with the European Parliament's General Data

Protection Regulation 2016/679.
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Chapter 6. General information about the ECHOSOFT software 6.4 Settings

This module is compatible with the following database Network database

Use network database .)

servers: . o
erver type : my: v
- MySQL Server:
- MsSQL Port: 3306
User:
- PostgresSQL -
Base : ~
The Val‘ious ﬁelds allOW you to Conﬁgure the database Secure connection (SSL) Test connection

according to your infrastructure.

An icon at the bottom right of the home page lets you check that you are connected to your server.

% Configurations ) A propos...

Prénom Date de Naissance Observations
ON 1985 Oct 25
1980 Nov 11

1989 Jan 1

1990 Jan 1
1990 Jan 1

1962 Nov 9
1985 Apr 4
1963 Oct 12 gdt-patientNum(3000) : 3
2001 Nov 8

2021 Sep 15

2011 Nov 3

1981 Nov 6

2023 Nov 3

1985 Feb 1

2023 Nov 3

2016 Jun 19

« Importer

If network problems prevent ECHOSOFT from communicating with the database, it will automatically switch back to
local mode. The icon on the home page will indicate this, and you will need to go back to the database configuration
window to restore the connection.

iy meerter g Base de données locale
Di\test\echosoft.db3
6.4.2 Medical software =, Settings
This section allows you to configure third party patient 2], vatabase W Medal sofare @ Auciometry AudcBioe (= Prining Mﬂ

management software to import audiometry curves.

Setting up a patient base software

A first drop-down menu allows you to select the f:::t:;fder =
software used. Then you must define the location where Output folder
the ECHOSOFT software must come and get the
information from the patient. Finally, you must define
the location where the ECHOSOFT software must come to
deposit the results once the measure is complete, so that
the third party software can retrieve the curves. H
Save
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Chapter 6. General information about the ECHOSOFT software 6.4 Settings

6.4.3 Audiometry

This section allows the selection of active frequencies for pure-tone audiometry and automatic mode settings

(2 Patients Doctors B Devices ' Language # Settings () About...

— ECHOS

L’ Database f Medical software Audiometry AudioBlue Hpnntmg

Frequency selection Automatic mode 2
2

Waiting time of the answer: seconds

A
<
125 Hz 250 Hz 500 Hz 750 Hz 1000 Hz Maximum interval between stimulations: 6 C 'seconds
Minimum interval between stimulations: 2 { seconds
Starting power: 40 C dB
Maximum power: 90 ¢ |dB
1500 Hz 2000 Hz 3000 Hz 4000 Hz 6000 Hz 5 ~
Minimum power: -10 CdB

Double validation at 1000Hz
Limit bone audiometry to 4 KHz
8000 Hz 10000 Hz 12500 Hz 14000 Hz 16000 Hz

3

1. Selection of active frequencies for pure-tone audiometry.

' I ’/‘5 The maximum frequency for AUDIOSCHOOL devices is limited to 8000 Hz

2. The automatic threshold measure mode searches for a patient's hearing threshold over the frequency
range selected in 1. The frequencies are scanned from 1000Hz to the highest frequency, then from 1000Hz to the
lowest frequency. Repeating the test at 1000Hz depends on the selection of the "double validation at 1000Hz"
box. For each frequency, the test starts at the selected "'starting power". The automatic algorithm performs the
power changes according to the rising threshold method, respecting the "maximum power" and "minimum
power" settings. The "Response Timeout" is the time limit after stimulus presentation during which the patient's
response is considered valid. The intervals between two stimuli are randomly modified according to the maximum
and minimum interval settings.

3. The changes must be validated by pressing the "Save" button.
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6.4.4 Printing

ECHOSOFT offers two models of measure printout, one with a full page of notes followed by the page(s) of measure
results (classic format) and the other with the measure results on the first page and any notes at the bottom of the page
(compact format). This option is available in the menu "Settings", "Print"".

-
:( '. Patients Doctors B Devices . Language ﬂ- Settings 0 About...

B e ECHOS(

L' Database ! Medical software nAudiometry 9 AudioBlue H Printing

Conventional printing @ Compact printing

[m] X

il [ , Notes can be entered from the software.

6.4.5 Data sharing

The ECHOSOFT software offers a feature that helps to drive the continuous improvement of ECHODIA products
through the voluntary sharing of medical examination data. This scheme is based on an ethical approach and com-plies
with European regulations (GDPR) on the protection of personal data.

All data collected is anonymised: only dates of birth and clinical observations are retained, excluding any in-formation
that could directly identify the patient. This information is used exclusively for the purposes of re-search, development
and the improvement of medical devices.

Enabling or disabling data sharing

Global activation:

In the software’s General Settings, the user can enable data sharing. This step is necessary to allow consent to be
recorded at an individual level.

Once data sharing has been enabled, the user must read and accept the ‘data sharing consent policy’ relating to data
processing.
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o x|

': ;‘{ Patients Doctors @ Devices . Language ﬁ- Settings m _
( Echodia G
i Data sharing @ Echosoft E C H O )

Help improve our products by agreeing to share your data.

By giving your consent, your test results will be transmitted to our servers. Patient information will be anonymized: only dates of birth and your observations will be retained.
| Collecting this information allows us to optimize our products and offer you ever-more powerful analysis tools.

Share your data

| agree to share my data

L L

Your ID: £90b1620a87 1e7dfa5aff137920915d11db6adaT daaT dBa5f0d454b363cfB6cE

Patient consent:
When creating or editing a patient record, a tick box labelled ‘The patient consents to sharing their data’ is available.

(4 patients Doctors B Devices ‘. Language %F Settings () About... = [s] X
2 kdit patient prof ECHOC
|#m Edit patient profile )

Title Mr. v
| Lastname * TEST

First name * TEST
| Birthdate * Mar 17, 1989
1
| Address
i
i
| Postal code
| city

Country

Phone

Mobile

Email

Observations

Data sharing
The patient consents to share his data

Photo .I Delete H Print
x Cancel o sae

The practitioner must only tick this box after obtaining the patient’s explicit consent.

Deactivation:
The sharing option can be deactivated at any time in the software settings. Consents that have already been recorded
will no longer be active whilst the option remains deactivated
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6.5 Update

6.5 Update

ECHODIA strives every day to meet users' expectations and to develop its products. As such, it regularly provides

To take advantage of these updates, regularly check our
website (http://echodia.fr/telechargements/) to see if the
latest version available corresponds to your current
version.

To check the version of your software, launch
ECHOSOFT, use the "About" drop-down menu on the
left and click on "Echosoft". Compare the version
shown with the version in the ' ECHOSOFT ' tab on the
web page. If a new version is available, you can
download it for free. If ECHOSOFT is running, close it and
install the new version as described in section 6.2. This
will replace your old version without overwriting
patient data.

Some browsers consider the ECHOSOFT software as
potentially dangerous, accept and continue. Start the
installation by double clicking on the downloaded file.

6.5.1 Update the device AUDIOSCHOOL

If your AupioscHooL is connected in USB mode to your
computer, when the ECHOSOFT software starts up, a
check of the device's firmware version is launched. If a
more recent version is available, the software will
automatically offer to update. Click "Yes" to start
downloading the new version. When the new version
for your device has been downloaded, a pop-up window
will indicate that "The update was successful".
Restart the device and follow the information on the
screen to complete the installation

free updates integrating new functionalities or contributing to the improvement of your products.

{ Echosoft - o x

file Language Settings

(0] A XN

& patients( = (i About Echosoft

st Echosoft version c €
2406
& e

Changelog 0459

Java version

‘i’ Doctors | ¥ 1.8.0_281

[E] Devices | = )| Installation folder
- | C:\Program Files\Echodia\Echosoft
@ Avout... (-

( Echodia

|
Registered (© 2022 Echodia, an Electronique du Mazet brand

Update - 1.3.0a X

An update is available for your device.
Download it 7

No See the release notes

Update - 1.3.0a X

The update installed successfully.
Please restart your device in order to complete the procedure.
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Chapter 6. General information about the ECHOSOFT software 6.6 Measurement consultation on
ECHOSOFT

6.6 Measurement consultation on ECHOSOFT

\gl [ ’ See subsection 6.2 and 6.3.1 to install the ECHOSOFT and import measurement from the device.

{ 2 Patients | Doctors & Devies o Langusge %% Settings () About. C
-
.l Patients list ECHO )
o S rssom
T e o
TEST TEST Jul 20, 1580
i i i i by -
Double click on a patient under the «List» window. = -
e “
P o
CARVALHO AL[X-:NDRA
e e
i et
BAN P
e ‘
AVRY
avecat marie_therese 2l 17, 1987
s ewpstens & cosmicnrsontic | [N osvtorpaten cae 2 imoor S [
1 Display mesures -- DUPOND FRANCOIS - a x
] . —
L P o v
§] 2tneznt e ! -
A new measurement consultation window opens. Select
the test from the drop-down list at the top left of the
window. :
The measurements are displayed chronologically in the
"Left/Right" columns according to the ear selected at = _—
the time of diagnosis. R '
< (e | @
- = Pt/ FOF
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6.7 Audiometry with eCHOSOFT

The ECHOSOFT software allows you to use the AUDIOSCHOOL as a peripheral device to perform tests from your computer
(PC or Mac) in manual mode. This allows you to control the device and view the curves and results.

Refer to the paragraph 6.2 in order to install the ECHOSOFT software and the drivers necessary to carry
out measurements.

Start the ECHOSOFT software, the window below will open. Connect the device to your computer and click on the USB
button on the Home screen of your device. After connection, the Audiometry button becomes available above the list of
subjects, otherwise check if the driver has been correctly installed. If the subject already exists in the database, simply
select it. If not, it is possible to create a new one (see 6.3.1). Select the subject, then click on the Audiometry test button.

—

ECHOSOFT QPO

'§) Patients(~ ) Patients list
8 8

7 LiSt]_ Q Audiometer 3

4 New Last name : First name : Observations :
Name First name Birthday Observations
DUPOND [FRANCOIS JJan 1, 1962 \ - N
IE Devices (v
v
€ f Edit patient's profile U Display patient data E Import Export
Dactor choice X
Select the doctor or operator who is performing the Please select the doctor whom realzes measure
measure. If the operator already exists in the database, EDM Echodia v
simply select it. If not, you can create a new one. 8 e doctor

i validate % Cancel

In order to optimize the battery charge of your AUDIOSCHOOL, the screen will turn off after 2 minutes when
r the USB mode is activated and the device is connected to a computer. To turn the screen back on, click the
On/Off button.

Refer to the chapter 3 for instructions on the necessary equipment and patient set up.
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i( ELIOS -~ Audiometric test -- FRANCOIS DUPOND - m} X
. — ht Left
Ju,‘lw'\,'u\ Tone J))@ Speschiii BMizophons Historic fo
= 126 250 500 1000 2000 <00 €000 25 250 00 1000 2000 000 8000
Al off T i i i I i i 01 I i i i i
250 54 54
500 1 N
750 " "
1000 s/ s
1500 104 10
2000
2000 ~ 154 15
20 20
2 Stimulate 59 25
304 30
w -]
Taonal 40 1 2
[Attomatc mode 451
4 > Automatic 501 50
Autonomous patient mode 551 S5
Fatient response & o0
55 65
° Yas 5 No . -
6 | Flay the explanatory message : :“
Power : 50 dB 8s 85 {
Right 0 7 Left . %
) — %5 5
Masking : 10 dB I 1001 @ Fight asrial L.~ Right bane. 100 1 P Lem aerial - Len bone.
105Hz < Fmasking <| 148 Hz .
["] Continugus masking Audiometric indicator Left Right
lAverage tone indicator We | [lls
Differential mode Early Warning NfC nN/C
Manual mode + Forensic Medicine Indicator H/C NfC
Indicator of professional deafness N/C N/C
Sigycop -> 0 =1 NC N/C
He§|?sel:
{227 ppas o
ﬂ 9 9 1 1 " [i] Export for Excel 0
(@)
& New o —y Print/ POF

There are three different modes for setting the acoustic stimulation characteristics:

Move the mouse cursor over the graphics and click to start the stimulation. The "Enter" key is used to validate the
patient response,

Control the interface with the keyboard (See paragraph 6.8.4),

Use the side panel described below.

0

To avoid any noise that might give an indication to the patient and affect the results of the measures, the
computer used for the tests should be equipped with a silent keyboard and mouse.

L.
2.
3.
4.

9.

Choice of the tested frequency (Can be chosen with the "left" and "right" arrows - see paragraph 6.4.3)
Starts the stimulation (Can be started with the "space bar",

Choice of the liminal tone audiometry mode or Weber test in the case of bone conduction,

Launching the automatic mode, (See paragraph 6.4.3 for more details)

When the ""Autonomous patient mode' box is ticked, the operator no longer has control, only when the
patient presses the response handle is the response validated. If the autonomous mode is not activated, the
operator must validate the patient's response.

The automatic mode can be stopped at any time by clicking on the same button,

. Choice of the patient response (The "Enter" key corresponds to a click on the "Yes" button),

Plays an explanatory message in the patient's headset. This message describes the measurement procedure and
gives an example of stimulation,

- Stimulation power selection slider (can be selected with the "up' and "down" arrows),

* Click on an image to select the ear being tested, (Can be selected with the "L/R" keys.)

. The entire green area is dedicated to masking noise. In the upper part, the power and frequency band of the noise

are indicated. Just below, the "Continuous masking" box allows you to have permanent masking (if it is not ticked,
masking starts at the same time as stimulation). The lower part consists of the masking mode selection tabs, and
the corresponding setting:

+ Differential mode: The value set with the slider corresponds to the difference between the stimulation power
and the masking power (e.g. with a differential of -30dB, for a stimulation at 80dB, we obtain a masking at
50dB),

* Manual mode: The value set with the slider corresponds to the masking strength.

The '"Headset' button allows you to see which stimulator is active and to switch between the two audio outputs.
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Chapter 6. General information about the ECHOSOFT software 6.8 Operation on ECHOSOFT

* By clicking on the keyboard icon, an image showing all the shortcuts will appear (see paragraph 6.8.4).

10.  Indicator light showing that stimulation is in progress,
— Green: no stimulation in progress,
— Red: stimulation in progress.

11. Saves the current measure or creates a new one,

12. The cross represents the current position of the mouse cursor, "left click" to start the stimulation. If the patient has
heard, you can validate the response by pressing "Enter".

For more details on the presentation and evaluation of the curves, please refer to paragraph 6.8.

6.8 Operation on ECHOSOFT

1 Refer to paragraph 6.2 and 6.3.1 in order to install the ECHOSOFT software and import the measures that
v‘u have just been taken.

6.8.1 Opening a measure

{ Echosoft

File Language Settings

List Lost name { First name : Observations

Double click on the desired patient in the Patient List
window or select the patient and click on View Data.

7 Eanpanencspronie || 43 Dispiay patient data [ oo 5 eon

Display mesures - DUPOND FRANCOIS - o x

_ Right Left
‘i"" el il e i
0l
A new measure consultation window opens. Select
Audiometry from the drop-down list at the top left of
the window.
The measures are displayed chronologically in the
"Left/Right" columns according to the ear selected
when the diagnosis was made. o — e s =
5 (v @
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Chapter 6. General information about the ECHOSOFT software 6.8 Operation on ECHOSOFT

6.8.2 Description of the consultation window

. Display mesures -- DUPOND FRANCOIS

Type of measure | Audiometry ~
2 2 2 “000 8000 125 250 500 1000 2000 4000 8000
) Right Lef - : :
03/11/2011 18:21:54  |03/11/2011 18:21:54
08/10/2012 20:32:17 _ |08/10/2012 20:32:17
T P RELEE LI 14/06/2021 15:34:36
23/06/2021 16:57:07  |23/06/2021 16:57:07
15/02/2022 09:39:12

[

H
2
3
8
5
]
2

60 4

70

80 20
a0 i i w0
Delete 2 Delete wll | || el | | 00 et ural T Lot borw
Information
Audiomerry Audiometric indicator Left Right
14/06/2021 15:34:36 |average tone indicator 4 18.33dBHL | 1833 dBHL
[Early Warning | N/C | N/C
[Forensic Medicine Indicator | 19.50dBHL | 19.50dB HL
lIndicator of professional deafness | 16.25dBHL | 16.25dB HL
[Sigycop —-> 0 =3 | Coef. 1 4 | Coef, - 4

5 - [E]Ex;;sorlimel [ Resume measu... ﬂ
SLe 7 8

1. History and selection of the measure to be displayed
2. Deletes the selected measure.

3. Pure-tone audiometry graph display area:
* On the x-axis: the frequency in Hz,
* On the ordinate: the power in dB HL,
* The blue curve with crosses: the air conduction measure on the left ear,
* The red curve with circles: the air conduction measure on the right ear,
* The blue dotted line with square brackets: the bone conduction measure taken on the left ear,
* The red dotted lines with square brackets: the bone conduction measure taken on the right ear,
+ Symbol with downward arrow: The sound was presented but the patient did not respond,

4. Summary table of standard audiometric indices,

It should be noted that the PTA (Pure Tone Average) is calculated as the arithmetic mean of the hearing thresholds
measured at standardised frequencies (500 Hz, 1,000 Hz and 2,000 Hz), as is the average tonal index. In contrast,
the 4-frequency PTA, which includes a fourth frequency (4,000 Hz), provides a more comprehensive assessment
by also analysing high-frequency ranges. This approach makes it possible to de-tect specific types of hearing loss
(particularly those related to noise exposure or age-related hearing loss) that the conventional PTA might fail to

identify.
5. Note entry area,

6. - Excel export of the measure,
* Options for printing the measure,

7. If a device is connected, it is possible to resume the measure,
8. Information on the 0 used to perform the measure.
6.8.2.1 Screening audiometry consultation

For tests imported from the device that have been performed in "auto patient” mode, it is indicated on each frequency
whether it is validated (green tick) or not (red cross).
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100 @ Right aeral £~ Bight bane 100 Lot aerial =3 et bone

6.8.3 Using the microphone

ECHOSOFT allows the computer microphone to be used to communicate with the patient, if the patient is in an
audiometry booth and the operator is outside.
The microphone configuration is done in the third tab at the top left of the audiometry window.

'*":"ﬂ"f"” Tone ]J)@ Speech 'H Microphone  |*==| Historic

Microphone MICROPHOME

Input gain : I
Power : 50 dB

Hold down the "a" key to talk

It is possible to select the input device (the device list will depend on the computer and the sound card).
It is possible to adjust the input gain (this will depend on the computer and the sound card). Finally, the power at
which the sound will be sent to the patient's headset must be adjusted.

( ' \| The sound volume is indicative and may vary depending on the microphone, the computer and the operator's

\._®_/  speech.

To use the microphone, hold down the "A" button and speak (the indicator light in the lower left corner turns red).
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6.8.4 Using the keyboard

In addition to the visual checks in the software, you can also perform audiometry manually using your computer
keyboard.

Use the computer ) )
microphone to speek Switch stimulation Validate patient Varying the power of
to the patient side (Right / Left) response the masking noise

F9 FIO \FH 1’12.

ensp || F1 il F2 \ e3 [ ra s Wl re W e7 | ra

R P 3 5 (6 7
. M& é ~Jl« #1° (AL [ Ile
1" [{A £ R

i) Gl
: _-_J_L e
Odaa saasvaad UL L_
CETTTITTTITITT : KT

@0a g0e= = Ems

. . . i . Next
Ctrl + F : swich to Start stimulation ff revious Varying the frequenc
full screen mode cquency stimulation power quency
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Chapter 7
Maintenance and servicing

7.1 Periodic checks

Before testing, consider checking:

* The presence of the acoustic stimulus and the correct power calibration.
* The absence of interference in the incoming signals.

* The overall functioning of the device.

Return the device and its peripherals to the original case after each use.

The 0 device is safe and secure for the patient. In order to maintain this safety, it is imperative to follow
the operating instructions provided in this manual.

0 devices are designed to last for 5 years.

(' 1 \\‘ To ensure that the performance of the device is maintained throughout its life, it is necessary to have the
\_=_/  device checked by Electronique du Mazet technicians or its distributors every year.

_-n All cables supplied are made of EMI resistant materials. To maintain these properties, it is advisable not to
\_=_/  bend, pinch or pull the cables.

k ! ,:‘ Surface electrodes have an expiry date, so be sure to check this date before each use.
4

7.2 Cleaning

/.—'/7"\\
(" M ) This device is not sterile,
\_= _/  Accessories are not sterile

7.2.1 Device case

The device case only requires normal, periodic cleaning of its outer surface, which may become dirty.

The touch screen should be cleaned with a soft, dry cloth, without any product or water.
Clean the rest of the device only with a dry or slightly damp cloth.

4 \
‘\J /»‘ Do not use any liquid or spray to clean the device, as this may damage the electrical circuits.

User guide 0 Electronique 46
ECHO01XN150-EN-A7 - 2026/06 Mazet



. Maintenance and servicing 7.3 Malfunction

7.2.2 Accessories

In order to ensure perfect hygiene, it is essential to systematically clean all material and equipment in direct contact
with the patient.

A @ All consumables (surface electrodes and plugs) are disposable, discard them after use.

\  The references of the consumables compatible with your device are listed in the paragraph 1.2.8. You can
‘ ! ) order the consumables from your distributor or directly from our online shop at www.echodia-store.fr.

7.3 Malfunction

If you notice a malfunction that is not commented on in the documents accompanying the device (see below), please
inform your distributor or the manufacturer.

7.3.1 Possible malfunctions

Description of the anomaly Possible causes Actions
Leave the device connected to the USB
Discharged battery power adapter for a few hours and then turn
The device does not start it back on.

Contact your distributor to initiate after-

Battery Out of Service )
sales service.

- Memory card out of order

The "Measure" button is not
accessible on the homepage

Contact your distributor to change the
memory card

- Check that the stimulator is
Sound problem at the time of |correctly connected.

the measure ) ontact your distributor to initiate after-
HS Stimulator ¢ Y
sales service.

Connecting the stimulator

If the device is leaking or smells even

Gas and/or liquid leakage though it is working properly, it must be

from the device (during Battery out of order returned for service. Please contact your

operation or not) dealer to initiate the after-sales service
procedure.

Leave the device connected to the USB
power adapter for a few hours and then
Problem with data transfer to | Dischareed battery: resume the transfer procedure.

the computer & ry: - If the transfer still does not work, please
contact your

Distributor.

’/ 1 . . . . . . . . L .
' \\ If the device is dropped or if water penetrates, it is imperative to have the device checked by Electronique
= du Mazet to exclude any risk (patient and user) related to the use of the device.
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7.3 Malfunction

7.3.2

After-sales service and warranty

This device is guaranteed by your supplier under the conditions specified in this document, provided that:

Only accessories supplied or qualified by Electronique du Mazet should be used

Any modification, repair, extension, adaptation and adjustment of the device must be carried out by

Electronique du Mazet or its distributors for these operations.

The working environment meets all regulatory and legal requirements.

The device may only be used by competent and qualified personnel. Use must be in accordance with the

instructions in this user's manual.

The programs are to be used only for the applications for which they are intended and which are described

in this manual.

The device must be regularly maintained according to the manufacturer's instructions.

All legal requirements for the use of this device are observed.

The device uses only consumables or semi-consumables supplied or specified by the manufacturer.

Machine parts and spare parts must not be replaced by the user.

Inappropriate use of this device or neglect of maintenance relieves Electronique du Mazet and its distributors of all
responsibility for defects, breakdowns, malfunctions, damage, injuries and the like.

The warranty is void if the operating instructions in this manual are not strictly followed.

The warranty period is 24 months from the date of delivery of the device.

Transport and packaging costs are not included in the guarantee.

Electronique du Mazet, or its distributor, undertakes to provide the drawings, spare parts list, instructions and tools
necessary to repair the device on the sole condition that qualified technical personnel have been trained on this specific

product.

If the device is to be shipped, please observe the following instructions:
= Disconnect all accessories and dispose of all used (disposable) consumables.
=  Decontaminate and clean the device and its accessories.
= Use the original packaging, including the retaining flanges.
= Attach all accessories to the device.
=  Wedge the different elements.
=  Ensure that the packaging is properly sealed.

A

The device collects data. It is the responsibility of the user to apply and comply with the European Parlia-
ment's General Data Protection Regulation 2016/679. When returning to the after-sales service, the user
must delete the data so that it is not disclosed. The user has the possibility to make a backup copy of the
data by saving them in the ECHOSOFT software before deleting the patients from the device (see paragraph
6.3.3.2).

Shipping address:

Electronique du Mazet
3, allée des Morilles
43520 Le Mazet-Saint-Voy
France

Tel: (33) 4716502 16
Fax: (33)4 71 6506 55
E-mail: sav@electroniquedumazet.com
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. Maintenance and servicing 7.4 Transport and storage

7.4 Transport and storage

When transporting and storing the device, it must be carefully stored in the case in which it was delivered (its original
packaging) or in packaging that protects it from external damage.

Store in a clean, dry place at room temperature

7.5 Disposal

As soon as any deterioration is detected, the product must be cleaned with a broad spectrum disinfectant and returned
to the manufacturer.

If the device becomes inoperative or unusable, it should be returned to the manufacturer or taken to a collection point
ecosystam.

As part of its commitment to the environment, Electronique du Mazet finances the @COSYST@m recycling network
dedicated to WEEE for professionals, which takes back electrical lighting equipment, control and monitoring equipment
and used medical devices free of charge (more information on www.ecosystem.eco).
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Chapter 8

Technical specifications

8.1 General technical data of the device

Devices intended for use in locations where the ambient pressure is outside the range of 98 kPa and 104 kPa
' must be recalibrated to the location in question, under typical ambient pressure and temperature conditions,
to avoid a shift in reference sound pressure levels.

Storage temperature -20°C < T° < 60°C
Operating temperature 15°C <T°<Cto 35°C.
Storage humidity range 30 < % < 90 RH, non-condensing
Humidity level 30 < % < 90 RH, non-condensing
Operating altitude < 1000 metres (between 98kPa and 104kPa)
Dimensions 90 x 110 x 36 mm
Weight 239g
Voltage 5V DC
Absorbed current <1A
Battery Lithium-Ion Polymer 5000 mA/h
Autonomy 3-4 hours in measure
Status Battery level displayed on the screen
Loading Via Mini-USB, from a computer or the USB power adapter (see 1.2.7)
Resolution 320 x 240 @ 65000 colours
Tactile Resistive screen usable with a finger, or with a stylus
Energy/comfort Backlight level selection, display rotation
Data storage Recording on internal memory of the device (> 2000 measures)
Data transfer Data copy via ECHOSOFT software via USB
Medical Class Ila equipment.
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Chapter 8. Technical specifications 8.1 General technical data of the device

8.1.1 Test parameters

Measure Features

Pure-tone audiometry -AC sound intensity: -10 to 100 dB HL
-No intensity available: 5 dB

-Acoustic Stimulation: 125Hz to 8kHz
-Narrowband masking noise: 1/3 octave
-Manual operation

-Automatic operation

Centre Masking noise CA audiometry
fre?ﬁezzglcy Lower cut-off | Upper cut-off M?gérg)ﬁ;r* M?gépfl}f;r*
(Hz) (Hz) min=-10dBEM | min=-10dB HL
125 111 140 60 70
250 223 281 80 90
500 445 561 90 100
750 668 842 90 100
1 000 891 1120 90 100
1500 1340 1680 90 100
2 000 1780 2240 80 90
3000 2670 3370 80 90
4000 3560 4490 80 90
6 000 5350 6730 80 90
8 000 7130 8 980 80 90
*Depending on the type of stimulator chosen, the device is capable of reaching slightly higher maximum
values than those indicated

\‘J) Information about the transducers and the calibration method used can be found on the calibration certificate.
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Chapter 8. Technical specifications

8.2 Standards/Certifications

8.2 Standards/Certifications

8.2.1 EMC compliance table

EMC compliance according to IEC 60601-1-2 (2014) 4th Edition (EN 60601-1-2: 2015)

The Echodia range of devices are intended for use in the electromagnetic environment specified below.
The customer or user of the device should ensure that it is used in such an environment.

Emissions testing Compliance Electromagnetic environment - guidelines
. The Echodia range of devices uses RF energy only for its internal
RF emissions . . .
Group 1 functions. Therefore, its RF emissions are very low and are not
CISPR 11 . . . . .
likely to cause interference in any nearby electronic device.
RF emissions
CISPR 11 Class B ‘ S , _
. . The Echodia range of devices is suitable for use in all premises,
Harmonic emissions . . . . .
Class A including domestic premises and those directly connected to the
IEC 61000-3-2 . . o
- public low voltage power supply network supplying buildings for
Voltage fluctuations / domestic use.
Flicker Compliant
IEC 61000-3-3

EMC compliance according to [EC 60601-1-2 (2014) 4th Edition (EN 60601-1-2: 2015)

The Echodia range of devices are intended for use in the electromagnetic environment specified below. The customer
or user of the device should ensure that it is used in such an environment.

IMMUNITY test

Test level IEC 60601-
1-2

Level of compliance

Electromagnetic environment - guidelines

Electrostatic Discharge
(ESD)
IEC 61000-4-2

+ 8 kV in contact
+ 15kV in air

+ 8 kV in contact
+ 15kV in air

The floors should be made of wood,
concrete or ceramic tiles. If the floors are
covered with synthetic materials, the
relative humidity should be at least 30%.

Rapid transients in
bursts
IEC 61000-4-4

+ 2 kV for lines
power supply
electric

+ 1 kV for lines
input/output

+ 2 kV for power lines

The quality of the power supply should be
that of a typical commercial or hospital
environment.

Transient overvoltage
IEC 61000-4-5

+ 1 kV between phases
+ 2 kV between phase
and earth

+ 1 kV between phases
+ 2 kV between phase
and earth

The quality of the power supply should be
that of a typical commercial or hospital
environment.

Voltage dips, short
interruptions and voltage

0% UT: 0.5 cycles at
0, 45,90, 135, 180,
225,270 and 315
degrees 0% UT: 1

0% UT: 0.5 cycle at 0,
45,90, 135, 180, 225,
270 and 315 degrees
0% TU: 1 cycle and

The quality of the power supply should be
that of a typical commercial or hospital
environment. If the user of the device
requires continuous operation during

IEC 61000-4-8

0 .

variations on power ;}5]%% ini;g % UT, 70% TU; 25/30 cycles |power outages, it is recommended that
supply input lines . y Single-phase: at 0 Echodia devices be powered from an

Single-phase: at 0 . .
IEC 61000-4-11 dearees degrees uninterruptible power supply or battery.

& 0% UT; 250/300 NOTE UT is the AC mains voltage before
0% UT; 250/300 . .
cycles the test level is applied.

cycles

Magnetic field at mains Magnetic fields at the frequency of the
power system should have levels

frequency 30 A/m 30 A/m characteristic of a representative location
(50/60 Hz) 50Hz or 60Hz 50Hz or 60Hz p

in a typical commercial or hospital
environment.
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Chapter 8. Technical specifications

8.2 Standards/Certifications

EMC compliance according to IEC 60601-1-2 (2014) 4th Edition (EN 60601-1-2: 2015)

The Echodia range of devices is intended for use in the electromagnetic environment specified below. The customer or
user of the device should ensure that it is used in such an environment.

IMMUNITY test

Test level IEC 60601-
1-2

Level of compliance

Electromagnetic environment - guidelines

RF disturbances
conducted
IEC 61000-4-6

Radiated RF
disturbances

IEC 61000-4-3,
including clause 8.10,
table 9, for the proximity
of wireless devices

3 Vrms

150 kHz to 80 MHz
6 Veff in the ISM
bands between 0.15
MHz and 80 MHz
80% AM at 2 Hz

3 V/m

80 MHz to 2.7 GHz
80% AM at 2 Hz
including clause 8.10,
table 9, for proximity
to wireless devices

3 Vrms

150 kHz to 80 MHz
6 Veff in the ISM
bands between 0.15
MHz and 80 MHz
80% AM at 2 Hz

3 V/m

80 MHz to 2.7 GHz
80% AM at 2 Hz
including clause 8.10,
table 9, for proximity
to wireless devices

Portable and mobile RF communications
devices should not be used closer to any
part of the device, including cables, than
the recommended separation distance
calculated from the equation applicable to
the transmitter frequency.
Separation distance
recommended
d =1,67JP

d = 1,67 NP g0MHz-800MHz

d =2.33.3P g00MHz-2.5GHz
Where P is the maximum output power
characteristic of the transmitter in watts
(W), according to the transmitter
manufacturer and d is the recommended
separation distance in metres (m).

The field strengths of fixed RF
transmitters, as determined by an on-site
electromagnetic investigation, should be
below the compliance level in each
frequency range.

Interference may occur in the vicinity of
the device marked with the following

symbol:
(( (i) ))

NOTE 1 At 80 MHz and 800 MHz, the highest frequency range applies.
NOTE 2 These guidelines may not apply in all situations. Electromagnetic propagation is affected by absorption and
reflections from structures, objects and people.

a) The field strengths of fixed transmitters, such as base stations for radiotelephones (cellular/wireless) and land
mobile radios, amateur radio, AM and FM broadcasting, and TV broadcasting, cannot be predicted theoretically with
accuracy. To assess the electromagnetic environment due to fixed RF transmitters, an on-site electromagnetic
investigation should be considered. If the field strength, measured at the location where the Echodia Series devices are
used, exceeds the applicable RF compliance level above, the Echodia Series devices should be observed to verify
normal operation. If abnormal performance is observed, additional measures may be required, such as reorienting or
repositioning the Echodia Series devices.
b) Above the frequency range of 150 kHz to 80 MHz, field strengths should be less than 3V/m.
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Chapter 8. Technical specifications 8.3 Manufacturer

Recommended separation distances between portable and mobile RF devices and the device
Echodia

The Echodia range of devices is intended for use in an electromagnetic environment in which radiated RF interference
is controlled. The customer or user of the device can help prevent electromagnetic interference by maintaining a
minimum distance between portable and mobile RF communications devices (transmitters) and Echodia Series
devices, as recommended below, depending on the maximum transmit power of the communications device.

Maximum rated Separation distance according to the frequency of the transmitter (in m)

output power of

the transmitter (in

W) 150kHz - 80MHz 80MHz - 800MHz 800MHz - 2.5GHz
0.01 0.117 0.117 0.233

0.1 0.369 0.369 0.737

1 1.167 1.167 2.330

10 3.690 3.690 7.368

100 11.67 11.67 23.300

For transmitters whose maximum rated transmit power is not given above, the recommended separation distance d in
metres (m) can be estimated using the equation applicable to the frequency of the transmitter, where P is the
maximum transmit power characteristic of the transmitter in watts (W), according to the transmitter manufacturer.
NOTE 1 At 80 MHz and 800 MHz, the separation distance for the highest frequency range applies.

NOTE 2 These guidelines may not apply in all situations. Electromagnetic propagation is affected by absorption and
reflections from structures, objects and people.

8.2.2 CE declaration

ELECTRONIQUE DU MAZET can provide the CE declaration for this device on request.
The first affixing of the medical CE mark under the responsibility of the company Electronique du Mazet dates from
October 2019. Previously, the CE marking of this product was affixed by the company ECHODIA.

8.3 Manufacturer

Electronique du Mazet is a company located in the heart of the Massif Central. Originally a simple manufacturer of
electronic cards, over the years it has developed its own brand of medical devices.

Today, Electronique du Mazet studies, develops, manufactures and markets devices for pressotherapy,
depressotherapy and electrotherapy (urological rehabilitation). Electronique du Mazet also owns the Echodia brand,
which has a dedicated design office specialising in functional exploration in the field of otorhinolaryngology and
neuroscience. It develops several hearing measurement devices specifically adapted to the needs of ENT doctors and
other health professionals (audiologists, school doctors, occupational physicians, general practitioners, hospitals, etc.).

For further information, please do not hesitate to contact us.

SAS Electronique du Mazet

(Production / After sales)
3, allée des Morilles

43520 Le Mazet-Saint-Voy Echodia
FRANCE Tél. : +33 (0)4 73 91 20 84

Tel : +33 (0)4 71 6502 16 www.echodia.com

Fax : +33 (0)4 71 65 06 55 Email : contact@echodia.fr

www.electroniquedumazet.com
facebook.com/electroniquedumazet
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ELECTRONIQUE DU MAZET
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FRANCE
Tél: +33471 6502 16
Mail : sav(@electroniquedumazet.com

Your dealer / distributor:

-
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Certificate of Guarantee

This form must be returned to Electronique du Mazet within 15 days of installing or receiving
the equipment.

Organization: .........ccceeeveeveeecveeneenneennnn.

AdAreSS: oo e

Declares that it has received the device ....................... 11 R in working order.

I have received all the necessary instructions for its use, maintenance, care, etc...

I have read the instruction manual and noted the warranty and after-sales service conditions.

In the event that Electronique du Mazet or its distributors do not receive this form duly completed
and signed within one month of delivery, Electronique du Mazet will be released from any liability

with regard to the warranty and after-sales service, or any other consequences due to misuse of the
device.

Done at ....ooueeeeneeeieeiieeeeeeeees oN .ovuneeene.

Signature
User:

Your distributor:

To be returned to:
Electronique du Mazet

3, allée des Morilles

43520 Le Mazet-Saint-Voy




